
RR-260.01
Building Area: (sf)
14,898

Cost per Square Foot: 
$207

Construction Cost
$3,089,000

Date of Completion:
May 2, 2022

Program Summary:

Restoration and utilization of the natural attributes of an aged 
downtown building create a unique and flexible environment for start-
up companies, fostering mentorship and growth.

Program Statement:

The building, which was historically a furniture store and then 
nightclub, is to be renovated into a state-of-the-art office building 
offering community workspace, private desk space, private office 
spaces ranging from 100 to 900 square feet, conference and training 
rooms, 24-hour key card access, high-speed fiber internet, use of 
whiteboards and AV equipment, and other amenities all centrally 
located in downtown Lafayette, Louisiana. 

The design shall embrace the owner’s intentions to move their office 
downtown and inject entrepreneurial and creative energy to the 
central business district.  The new facility shall be a major driver in 
the downtown’s job growth, development, and revitalization efforts.   



RR-260.02

Prior to the renovation, the building 
was used as a nightclub.  The 
original windows were covered, 
resulting in a dark and barren 
appearance, disconnecting the 
building from the street.



RR-260.03
The building was formally Knight’s 
Furniture Store which featured large 
glazed openings to the street.

As part of the renovation, The glazed 
openings were re-established which 
added a connection and dialogue to 
the street.



RR-260.04

FLOOR PLAN LEGEND:

1 Lobby / Check-in
2 Lounge
3 Office
4 Conference
5 Open Office
6 Break Area
7 Circulation
8 Storage
9 Conference / Training
10 Private Desk Areas
11 Open to Below



RR-260.05
The layers of construction that 
accumulated over time were 
removed to expose the essence of 
the structure.  All interior walls were 
removed. 

The original two-story open, central  
space was maintained and used in 
the new program.

An existing DJ booth, shown in the 
bottom right photo, was removed 
while the structure was left and 
reinforced to support a new 
conference room that overhangs the 
two-story open space.



RR-260.06

Large areas of the original ceiling 
structure were cleaned, sealed and 
left exposed. 

Window openings were cut into the 
exterior wall to harvest light into the 
space.  Glass interior partitions were 
used to allow light to filter into the 
interior spaces. 

The two-story volume is maintained 
and used for flexible open office 
areas, private desk spaces and 
private offices.

The conference room that overhangs 
the two two-story space presides 
over the office areas. 

Before



RR-260.07

The two-story wall at the center of 
the open area is a new stair wall and 
also serves as a projection surface.

Before



RR-260.08

View from the renovated conference 
room overlooking the multi-use 
spaces.  Remnants of the former DJ 
booth pipe structure were left 
exposed and seen on the left of the 
photo.

Before



RR-260.09

Infill walls that previously covered 
windows were removed to re-
establish large window openings. 
Steel x-bracing was added to the 
structure to meet code requirements.  

The conference room in the photo 
overlooks one of the busiest streets 
in Lafayette.  By opening up large 
windows to the street, a dialogue 
between the street and the building 
occupants is re-established. 

Before



RR-260.10

In some areas of the building, the 
existing structure limited ceiling 
heights.  Glass partitions were used 
to create a more open feel and allow 
light to filter in from newly installed 
windows.

Limited use of drywall ceiling furrings 
concealed mechanical equipment 
while large areas of the existing 
structure were left exposed. 

Before



RR-260.11
Fire-rated glazing looking into the 
stair was used to maintain the open 
feel of the space. 

Reclaimed flooring added character 
and texture to match the building. 

Painted steel bracing was added to 
the structure, allowing large glazed 
openings to create a connection 
between the street and the interior.



RR-260.12


	RR-260.01
	RR-260.02
	RR-260.03
	RR-260.04
	RR-260.05
	RR-260.06
	RR-260.07
	RR-260.08
	RR-260.09
	RR-260.10
	RR-260.11
	RR-260.12

